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RESUMEN 

La presente investigación tiene como objetivo mejorar la extracción de oro en un proceso de 

lixiviación por percolación, en este caso en columnas, utilizando la técnica de investigación 

experimental trifactorial, evaluando parámetros de lixiviante, concentración de lixiviante y la 

granulometría en la extracción de oro de un mineral oxidado de la de la Compañía Minera Sayapullo 

S.A., caserío de Huancajanga, distrito de Sayapullo, provincia de Gran Chimú, departamento de La 

Libertad. 

 

El lixiviante Sandioss se presenta como una alternativa en la industria de la minería, es por lo cual 

se está utilizando este lixiviante, lo cual ofrece una extracción similar a la extracción de oro 

tradicional por cianuro de sodio, lo que se puede afirmar que es el lixiviante que remplazará al 

cianuro de sodio. 

 

La hipótesis de esta investigación es: A mayor tamaño de partícula de mineral y a mayor 

concentración de lixiviante se obtendrá una mayor extracción de oro mediante lixiviación en 

columna, lo cual en los resultados obtenidos se tiene que a mayor concentración de lixiviante y a la 

mayor granulometría la extracción de oro es más alta, que para los diferentes casos de 

concentración y tamaño de granulometría.   

 

Las diferentes variables influyen den la extracción de oro, por ejemplo, los resultados obtenidos nos 

muestran que a 700 ppm la extracción es más alta, alcanzando a 92.12% y por ende el tipo lixiviante 

también influye, en esta investigación los resultados al extraer oro son muy similar al trabajar con 

diferente tipo de lixiviante.  

 

Además, se logra hacer un cuadro comparativo de costos utilizando estos dos tipos de lixiviante 

para extraer oro, la cual ustedes lo podrán lograr ver y analizar, pues en este resultado que se 

obtiene, el lixiviante sandioss es más económico y es más amigable con el medio ambiente.  
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ABSTRACT 

 
The aim of this research is about the improvement of the gold extraction by a column leaching 

process through percolation. In this case, we will use three – factors technique, testing the leaching 

parameters, leaching concentration and granulometry in the extraction of gold in oxidized mineral   

that was found in “Sayapullo” mining company S.A. It’s located at Huancajanga village, Sayapullo 

town, in La Libertad city. 

 

“Sandioss” leaching is shown as an alternative in the mining industry, that’s why we are using this 

leaching which offers a similar extraction as the traditional extraction of the gold by sodium cyanide. 

So we can say that this leaching can replace the Sodium Cyanide. 

 

The hypothesis of this research is:  the bigger size of the particle and the higher concentration of 

leaching, the higher extraction of gold you have through column leaching. As a result of this, the 

higher concentration of leaching, the higher granulometry of gold extraction you have.  

 

The different variables have influence on the extraction of the gold, for example, the obtained results 

show 700 ppm extraction is higher, reaching 92.12 %, therefore, the kind of leaching affects as well. 

To conclude, the results of gold extraction are similar to the use of different kind of leaching. 

 

In addition, we made a comparative chart about costs between these kinds of leaching to extract 

gold, so you will be able to see and analyze, since this obtained result, the “Sandioss” leaching is 

cheaper and environmentally friendly.   

 

 

 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

NOTA DE ACCESO 
 
 
 
 
 

No se puede acceder al texto completo pues contiene datos confidenciales 
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